
GEOFLOW LINES TO BE MINIMUM 600mm 
AND MAXIMUM 1000mm APART

DISTANCE BETWEEN EMMITERS 60 CM

TURBULENT FLOW
LARGE PASSAGE

ROOT INHIBITOR

INLINE EMITTERS 

2 1

4

3

APPROVED

DWG. No.
TRI-IRR-AUG 2005

TRIANGLE WATERQUIP NOTE
SET BACK FROM BOUNDARIES TO BE IN 
ACCORDANCE WITH LOCAL COUNCIL REQUIREMENTS

THIS DISPOSAL SYSTEM MUST BE
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1  GATE OR ISOLATING VALVE
2  FILTER
3  WATER METER ( OPTIONAL)
4  PRESSURE REDUCING VALVE ( FOR CLASSIC ONLY)
5  FLUSHING POINT & VALVE BOX
6  VACUUM BREAKER & VALVE BOX

VACUUM BREAKER 

FROM TREATMENT PLANT

FILTER ASSEMBLY
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INSTALLED TO 

POLY TEE
DFT16

WASTEFLOW DRIP SYSTEM FOR SUBSURFACE WASTEWATER DISPOSAL & REUSE 

Triangle Waterquip

GENERAL INSTALLATION DRAWING
13 HINKLER ROAD, MORDIALLOC 

VICTORIA. AUSTRALIA. 3195

PH. (03) 95802122   FAX (03) 9580313131
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      sales@trianglewaterquip.com.au 
OR ONSITE WASTE WATER DISPOSAL

16mm GEOFLOW (R)




